||II|| CEILING PANELS HHRMONIUM

LUXINECO SYSTEM

c T SPECIFICATIONS
2
0
3 | SKU DBHAO0037
g ‘ Dimensions 900 X 2360 x 105 mm
c
g ‘ Density - Grammage 2400 g/m2- 200 Kg/m?
€
)
g \ g Thickness 12 mm
O
)
| N Sound Absorption 0.9 aW - 0.8 NRC
Fire Ratin ASTM E84 Class A,
| 9 EN 13501, Bsl-dO
‘ Composition 100% Polyester fibre (PET)
l Recycled Content Minimum 75%
- — Emissions EO-Indoor use,
900 mm OEKO-TEXT®, VOC's free
Application Ceiling
Tooling Thru-cut
Designer

Colours =~ =

Laura Junco Canedo

HAZELNUT

ELEPHANT PUMICE ARCTIC GRAPHITE

ANTHRACITE ONYX JADE EVERGREEN

Luxineco is a modular
acoustic ceiling system
with an elegant design
that provides continuity
throughout the space,
with different densities
and slat heights. It is

a self-supporting and
scalable system that is
easy to install in ceilings.

IGUANA SPEARMINT AZURE LAZULI

OBSIDIAN POMELO

TERRACOTA SUNBEAM

Tested for hazardous
substances according to

o Q‘_‘T.IF >
2 O PRODUCT PASSPORT ® —— .
IS0} IS0, (/gonslRenes |,Ei§?( SOSAELt Ses0e SUSTAINABILITY‘ dBcover QO Ecochain  /A\.1SO
g == N 16000 smawomeo 87

86 9001 14001 2

~

nvzation £ svzation 7
&P g, oF or, £

sy

%,
2 3
) y &

Z

Ezv_pl?v\)

N

ony

7



