CEILING PANELS I_I H R M O N I U M

MONTSERA

T SPECIFICATIONS

g g c SKU DBHA0032 / DBHAOO033
A o 5 ‘ S L% Dimensions
T o = S o ‘ 3 DBHAO032 1281 x 1158 /1505 x 1057 mm
g O @) J o O l a Montsera L 1 unit each
g —_ — — — —_ — — DBHAOO33 1055 x 953 /1172 x 822 mm
£ 1158 mm 953 mm Montsera S 2 units /1 unit
)
T
£ Density - Grammage 2400 g/m?- 200 Kg/m?
T Thickness 12 mm
‘ T Sound Absorption 0.9 aW - 0.8 NRC
€
‘ £ ‘ Fire Ratin ASTM EB84 Class A,
@ : 9 EN 13501, Bs1-dO
n
| R Composition 100% Polyester fibre (PET)
i l Recycled Content Minimum 75%
- e . EO-Indoor use,
1057 mm 822 mm Emissions OEKO-TEXT®, VOC's free
DBHA0032 DBHA0033 Application Ceiling, Creations
Tooling V-cut / Thru-cut
Designer Colours
Clara Sulla
POLAR SAl . . ) HAZELNUT

ELEPHANT PUMICE ARCTIC GRAPHITE

Transform your space with the ANTHRACITE ONYX JADE EVERGREEN

creative and natural ambience
of our Montsera acoustic panel.
Hang it suspended from the
ceiling or elegantly on the wall.
Play with different sizes and
colours within the same

space, allowing you to create '
a personalized and visually

striking ambience.

Inspired by the iconic plant

leaf, the “Montsera” design
exudes vibrant character.

IGUANA SPEARMINT AZURE LAZULI

OBSIDIAN SAKUR POMELO LAVA

TERRACOTA SUNBEAM

Tested for hazardous
% 2 substances according to OEKO
$ 5 $

I o é(GIobal Recycled ngg socm&mon?ssss PSRSDSU'IC'}-\PIAIEISX)QTILITY‘ ( cover (X) Ecochain /\o ISO TEX"
NS T NS w_ Standard CONVERGENCE RECYCLED CONTENT 1§
a Index N dB 16000 STANDARD 81
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